


HANDLEBAR  INSTALLAT ION TO STEM

1. Apply Black Inc Instal lat ion Compound on the handlebar clamp area.  Insert the handlebar between the 

stem body and face plate.

2.  Apply grease to the face plate bolts (t i-prep for t itanium bolts) and t ighten the stem steerer f ix ing 

bolts unti l  reaching the recommended torque indicated on the stem. In 1/4 turn increments,  please 

remember to slowly t ighten the bolts on the face plate and steerer clamp evenly to ensure even load 

distr ibution.  Fai lure to do so could result in damaging the product and or improper instal lat ion leading 

to possible injury or death.

     WARNING!  Do not go above the maximum torque labeled on the stem. Please check the handlebar 

for movement or s l ippage before every r ide to ensure safe operation and regular function.  I f  in doubt,  

please contact an experienced bicycle technician to ensure safe bicycle operation and usage.

     WARNING!   Please measure the fork steerer tube and handlebar ’s clamp section before instal l ing 

stem. Please use an accurate measurement device such as a cal iper.  I f  instal l ing a stem that has an under 

s ized steerer or handlebar clamp section,  this may cause the stem to not function correctly possibly 

result ing in s l ippage result ing in possible loss of control  of the bicycle and result ing in possible injury 

to the r ider and or death.  Please use the Black Inc Instal lat ion Compound between the stem’s steerer 

tube and handlebar to reduce any possibi l i ty of s l ippage. Please consult the fork and handlebar 

manufacturer for exact specif ications of the clamp section to ensure safe operation.

Align the cockpit with the front wheel in such 

the same plane.
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Install the handlebar in the same plane of the 

stem with the desired handlebar angle.

Apply grease to the face plate bolts 

(ti-prep for titanium bolts) and 

tighten the stem steerer fixing bolts 

until reaching 5.2 Nm. In 1/4 turn 

increments, please remember to 

slowly tighten the bolts on the face 

plate and steerer clamp evenly to 

ensure even load distribution. 

Failure to do so could result in 

damaging the product and or 

improper installation leading to 

possible injury or death.
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    WARNING!  The headset and fork components should be instal led before the instal lat ion of the stem 

and handlebar.  The headset and fork assembly operation requires special ized knowledge of road racing 

bicycles which requires specif ic non-standard assembly tools .  For certain bicycle components,  general  

bicycle mechanic experience may not be enough to correctly ensure correct instal lat ion of premium 

carbon f iber components.

It  is  recommended that when in doubt the headset and fork be instal led by a qual i f ied bicycle mechanic.  

Improper assembly of the headset,  fork,  stem and handle bar could lead to loss of control  of the bicycle 

result ing in personal injury,  crash and or in severe cases even death.  

     WARNING!  Please have your product inspected regular ly for possible damage and or cracks from use 

especial ly from instances such as from accidents and or crashes.  I f  you were involved in a crash,  i t  is  

strongly recommended you stop using your bicycle immediately and take your bicycle to a professional 

bicycle mechanic for inspection to ensure proper function and safety.  Fai lure to do so could result in 

loss of control ,  personal injury and or death.

For more information,  please vis it  our website at www.blackinc.cc

GENERAL  GU ID EL INES
Handlebar Clamp Diameter 31 .8 mm   (  +0.15 / -0.2 )

Fork Steerer Tube Diameter 1  1/8” 28.6 mm   (  +0 / 0.1  )
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Tighten the top cap screw until no more play 

can be detected but careful not to over tighten. 

It should be tight but without restricting the 

headset + barstem assembly from rotating 

freely.

Tighten the steerer screws in such a way that 

they both receive a similar torque step by step 

until reach the 5.2 Nm. 

DO NOT completely tighten one screw and then 

the other one as this could weaken the screw's 

strength.
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Apply Black Inc Installation Compound on the 
handlebar clamp area. Insert the handlebar between 
the stem body and face plate
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Mount the stem onto the steerer fork tube.
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Place a 10 mm spacer and the top cap with bolt. Tight 
lightly (pre-load)
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10mm spacer


